
Step by step tutorial: of Xiaomi Yi Action Camera Ignition pushbutton

For this tutorial you will need the following spared parts and tools that you cant get at our online store Impextrom.com
Click on a tool for visit the website.

Professional Double 
Plastic Device 
Opening Tool

1,52 €

Screwdriver with 8 
heads Peng Fa 7339A

6,96 €

Opening tool 
Smartphone, tablet

2,19 €

Anti-static tweezer 
tips VETUS ESD-

259A

5,69 €

Terminal opening 
tool, plastic

0,71 €

Step 1 - Xiaomi Yi

Characteristics:

Sensor: Sony Exmor R
Lens: 155º angular lens
Focal opening: f / 2.8 mm
Maximum Resolution: 1080P 60FPS (1920 x 1080)
Format of Videos: H.264
Megapixel: 16 Mp
Wifi: Yes
Storage: MicroSD (Up to 64GB)
USB interface: USB2.0
Interface Power supply: 5V1A
Water resistant: 40 meters (Housing Not Included)
Dimensions: 60.4 x 42 x 21.2 mm
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http://www.nadiemellamagallina.com
https://www.impextrom.com
https://impextrom.com/en/herramienta-profesional-plastica-doble-apertura-dispositivos-p999985023
https://impextrom.com/en/estuche-destornillador-con-8-puntas-peng-fa-7339a-p999950161
https://impextrom.com/en/herramienta-plastica-profesional-de-apertura-para-moviles-p999974010
https://impextrom.com/en/pinzas-antiestaticas-vetus-esd-259a-p999993648
https://impextrom.com/en/herramienta-plastica-apertura-dispositivos-electronicos-p111115314


Step 2 - Front housing with power button

To open the case, we will help you with the opening tools. We will start at one of the corners and follow the contour, so we will 
unhook the notches that hold it.
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Step 3 - Remove back casing

After removing the front cover, we find the shielding of the base plate. Remove the four Phillips screws (PH # 00) and remove the 
shield to which the motherboard and all the components are attached.

Be careful not to break the push button flex that is fitted in the housing. The microphone should disengage only.
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Step 4 - Ignition pushbutton

We only have to take off the flex circuit of the armor.
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